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FEDERAL EMERGENCY MANAGEMENT AGENCY Expices May 31, 1996
NATIONAL FLOOD INSURANCE PROGRAM :

FLOODPROOFING CERTIFICATE

FOR NON-RESIDENTIAL STRUCTURES

The floodproofing of non-residential buildings may be permitted as an alternative to elevating lo or above the Base Flood Elevation;
however, a floodproofing design certification is required. This form is 1o be used for that certification. Floodproofing of a residential
buitding does not alter a community’s floodplain management elgvation requirernents or effect the insurance rating unless the
communily has been issued an excsption by FEMA to allow floodproofed residential basements. The psrmitting of a floodproofed
residential basement requires a separsle cartification specifying that the design compiies with the local floodplain management

ordinance.
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SECTION ! FLDOD INSURANCE RATE MAP (FIRM) INFORMATION

" Provide the following from the proper FIRM

COMMUMITY NUMBER PANEL NUMBER SUFFIX DATE OF FIRM INDEX FIRM ZONE BASE FLCOD ELEV}\T}QN
o / (In AQ Zones, use depxh)
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SECTION.II FLOODPROOFING INFORMATION (By a Registersd Professional Engineer or Architect)

Floedproofing Design Elevation Information:

Building is floodproofed to an elevation of @é({ A é_] fset NGVD. (Elevation datum used must be the same as that
on the FIRM.)

Height of floodproofing on the building above the lowest adiacent grade is |_3]./C] ieet. T (uar CS)

(NOTE: for insurance rating purposes, the buikding'’s ﬂoodproofed design elevation must be at Jeast one foot abovs the
Base Fiood Elevation 1o receive rating credit. If the bu:idmg is ﬁoodproofed onfy to the Base Flood Elevation, then the
building's insurancs rating will result in a higher premium.)

SECTION il CERTIFICATION (By a3 Ragistered Professional Englnear or Archilect)

Non-Resldential Floodproofed Construction Certification:
| centily that based upen development and/or review of structural desion, specifications, and plans for construction that
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the des;gn and methods of construction are in accordance with accepred standards of practice for meeting the following
provisions:

The structura, together with attendant utilities and sanitary fadilities, is watertight to the floodprooied design
elevation indicated above, with walls that are substantially imparmeable 1o the passags of water.

All structural components are capable of resisting hydrostatic and hydrodynamic flood forces, including the
effects of buoyancy, and anticipated debris impact forces.

vailable. | undersiand that

! certify that the information on this certificate represanx‘s my best efforts lo interpret the dg
any false statement may be punishable t oy fing or :mpnsonmem under 18 U.S. Cod
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Coples shouid be made bf this Certificate for: 1) communmmcia!, 2) insurance agent/company, and 3) buliding owner,

FEMA Form 81-65, MAY 93 REPLACES EDITION CF MAY. 90, WHICH 1S OBSCLETE. 593-90498 (5/931




